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TECHNICAL DATA SHEET

DRACRIL 1000

HIGH EFFICIENCY POLYCARBOXYLIC SUPERPLASTICIZER CHLORIDE FREE FOR PRE-CAST AND READY MIX CONCRETE’S INDUSTRIES

DESCRIPTION 

DRACRIL 1000 is an high efficiency superplasticizer polycarboxylic,expressly formulated to keep workability on time, either high early mechanical strengths on the temperated climate.

DRACRIL 1000 is an additive meet the standards UNI EN 934-2 prospect 3.1-3.2.

WHERE TO USE

DRACRIL 1000 due to its characteristics, is particularly suitable for production of:

· high compressive strenght concrete, in addition  of silica fume, fly ashes or slags, raw materials from blast-furnace  etc.

· low w/c ratio concrete developing high resistance to aggressive agents attack (sulphates salts, chloride, carbon dioxide, etc.)
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High quality concretes for precast units production or fair faced elements.

· Steel fibres reinforced concretes by FIBERMIX

· Thin section pourings.

· No shrink concretes by adding expansive agent EXPAN 25

· Self compacted concretes mixed with rheology modifier FLUIBETON TX

ADVANTAGES 

DRACRIL 1000 presents following benefits in concrete mixes enable to obtain high compressive resistance with low w/c ratio 0.4 superfluid consistency (S5) increasing durability.

· maintaining of consistency over one hour 

· high admixture dosage on cement weight, allows to produce special concretes adding FILLCRETE (silica fume or fly ashes)

· high mechanical resistances at short  curing times, even with reduced thermic process

· reducing laying costs due to increase of workability.

· Easy pouring in thin concrete sections, also with strong reinforcing.

· Avoid segregation or bleeding, increasing both homogeneity and cohesion.

· Reducing of vibration time in plain and self compacted concrete: DRACRIL 1000 used pairing with FLUIBETON TX, permit to avoid vibration with consequent filed advantages.

· Improve adherence ‘’concrete-reinforcing steel”, abrasion resistance and better concrete surface finishing and ‘’fair facade”, due to reduced entrapped air.

COMPATIBILITY

DRACRIL 1000 is compatible with all types and classes of cement and other Draco Italiana SpA admixtures.

For examples, wherever freeze-thaw resistant concretes are needed, it is advisable to use AERBETON air entraining agent
WORKABILITY BEHAVIOUR IN PROCESS.

The use of Dracril 1000 in concrete mixes allows to maintain workability for a time variying by 60 to 90 minutes and this according to type of cement and its ratio in the concrete.

Site tests consent to determine use specifications
DOSAGES AND USE PRACTICE

DRACRIL 1000 must be add in concrete for an properly dosage by 0,5 to 1,2 kg per 100 kg of cement

DRACRIL 1000 is added to the concrete mixer or better in the forced kneader with water.

Best results are obtained adding DRACRIL 1000 on  already wet concrete at least 80% of total water demand.

Do not add on dry aggregates-cement mix, to avoid improper absorbtion of product, reducing its performance

PACKAGING AND STORAGE

Tin        20 kg

Drum   200 kg

Tank  1000 kg

Bulk

DRACRIL 1000 when exposed to temperature lower than 5°c should be mixed and heated before use.



CURING OF CONCRETE 

To protect from fast evaporation after pouring specialy in a dry and ventilated alimente use Draco Probeton curing compound. 

SPECIFICATION 

All concrete used in the structure described in the specification shall be mixed with DRACRIL1000 of Draco Italiana SpA in order to achieve the best quality standards.

Additive should be used by producer  information Draco Italian SpA, which will be given by technical assistance with expert staff.

	DRACRIL 1000

TECHNICAL CHARACTERISTICS

	Aspect
	Liquid

	Color
	Pale yellow to milky

	Specific gravity

(ISO 758)
	1,05 kg/l ( 0,02 g/cm3. 

	Total solid (EN 480-8)
	18 %

	Clorine content
	No

	Primary action
	Iperplasticizer. 

	Secondary actions
	Keeping workability

Hardening accelerator 

	Standards classification
	UNI EN 934 - 2 prospect 3.1 and 3.2

	Dosage
	 0,5 ( 1,2  kg per 100 kg 

of cement

	Storage
	12 month, keep away to frost 

	Safety CEE 88/379
	No dangerous

	Flammability
	No

	Custom code
	3823/4000/0
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The indications of this technical data sheet are based on our actual knowledge scientific, practical experiences and of laboratory. The technical suggestions eventually furnished, orally or in writing, around the way of use or employment of our products, not they behave the assumption of some guarantee e/o responsibility in how much, in operation some accuracy posts in the various phases of the application, on which we don't have


influence, can be verified some variations. 


The client is not distributed by the burden and responsibility to verify the fitness of our products for the use and the purposes that him it establishes. Our obligation limits him to guarantee the quality and the constancy of it.














